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(57) ABSTRACT

Electronic device operating technology based on touch pres-
sure is provided. A method for operating an electronic device
includes determining touch pressure caused by a touch occur-
ring on a display unit, comparing the touch pressure with
predefined damage data, and performing a predefined specific
process when the touch pressure is determined as abnormal
touch pressure as a result of the comparison.
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1
METHOD FOR OPERATING ELECTRONIC
DEVICE BASED ON TOUCH PRESSURE AND
THE DEVICE PERFORMING THE METHOD

CROSS-REFERENCE TO RELATED
APPLICATION(S)

This application claims the benefit under 35 U.S.C. §119
(a) of a Korean patent application filed on Sep. 13,2012 in the
Korean Intellectual Property Office and assigned Serial No.
10-2012-0101454, the entire disclosure of which is hereby
incorporated by reference.

TECHNICAL FIELD

The present disclosure relates to electronic device operat-
ing technology based on touch pressure. More particularly,
the present disclosure relates to compensation in displaying
distorted images that occur on a display panel of an electronic
device.

BACKGROUND

With a remarkable growth of related technologies for use
with mobile devices, a great variety of mobile devices, e.g.,
smart phones or tablet PCs, are becoming increasingly popu-
lar due to their high usability and portability. Particularly,
mobile devices today outgrow their respective traditional
electronic devices and hence a single mobile device has the
ability to support various user functions traditionally limited
to only large electronic devices.

In typical mobile devices, an input unit such as a keypad or
key buttons is provided at a certain region separated from a
display panel, so that a user of the mobile device may have no
need to press or manipulate the display panel. Therefore,
distortion of images displayed on the display panel hardly
ever occurs unless the display panel itself has a problem.

However, most new mobile devices use a touch screen
combined with the display panel. A user who desires to
manipulate the mobile device can touch the surface of the
display panel. However, applying too much pressure to the
panel by a user’s touch may exert excessive pressure on a
particular spot of the display panel, and this may cause the
distortion of images being displayed at the particular spot.
Especially in case of the display panel having liquid crystal
material therein, an unfavorable phenomenon such as the
spread of color or discoloration may appear at a pressed spot
due to variations in the concentration of liquid crystals or the
like. Moreover, with a growing tendency toward a slim dis-
play panel, such an unfavorable phenomenon may frequently
occur even in response to small pressure. Although this unfa-
vorable phenomenon disappears by the restoration of liquid
crystals to their respective locations after a certain time, the
abnormal distortion of displayed images remains until the
restoration of the liquid crystals to their respective locations.

The above information is presented as background infor-
mation only to assist with an understanding of the present
disclosure. No determination has been made, and no assertion
is made, as to whether any of the above might be applicable as
prior art with regard to the present disclosure.

SUMMARY

Aspects of the present disclosure are to address at least the
above-mentioned problems and/or disadvantages and to pro-
vide at least the advantages described below. Accordingly, an
aspect of the present disclosure is to compensate for the

10

15

20

25

30

35

40

45

50

55

60

65

2

distortion of images caused by excessive touch pressure on a
display panel and hence to offer a clear screen to a user.

Another aspect of the present disclosure is to warn of
excessive touch pressure and hence to reduce a possibility
that an unfavorable phenomenon such as the spread of color
or the discoloration will occur or a display panel has a prob-
lem.

According to one aspect of the present disclosure, a method
for operating an electronic device based on touch pressure is
provided. The method includes determining touch pressure
caused by a touch occurring on a display unit, comparing the
touch pressure with predefined damage data, and performing
apredefined specific process when the touch pressure is deter-
mined as abnormal touch pressure as a result of the compari-
son.

According to another aspect of the present disclosure, an
electronic device for supporting the operation based on touch
pressure is provided. The device includes a display unit con-
figured to determine touch pressure caused by a touch, a
memory unit configured to store predefined damage data to be
used for determining whether the touch pressure is abnormal
touch pressure, and a control unit configured to perform a
predefined specific process when the touch pressure is deter-
mined as abnormal touch pressure.

According to aspects of this present disclosure, by com-
pensating for the distortion of images caused by excessive
touch pressure, a screen recognition rate is improved and an
electronic device can be easily manipulated.

Other aspects, advantages, and salient features of the dis-
closure will become apparent to those skilled in the art from
the following detailed description, which, taken in conjunc-
tion with the annexed drawings, discloses various embodi-
ments of the present disclosure.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other aspects, features, and advantages of
certain embodiments of the present disclosure will be more
apparent from the following description taken in conjunction
with the accompanying drawings, in which:

FIG. 1 is a perspective view schematically illustrating an
external appearance of an electronic device according to an
embodiment of the present disclosure;

FIG. 2 is an exploded perspective view schematically illus-
trating a display unit and a control unit shown in FIG. 1 and
related elements according to an embodiment of the present
disclosure;

FIG. 3 is a block diagram illustrating a configuration of an
electronic device according to an embodiment of the present
disclosure;

FIG. 4 is a cross-sectional view schematically illustrating a
state of normal touch pressing on the display unit according to
an embodiment of the present disclosure;

FIG. 5 is a cross-sectional view schematically illustrating a
state of abnormal touch pressing on the display unit according
to an embodiment of the present disclosure;

FIG. 6 is a flow diagram illustrating a method for operating
an electronic device based on touch pressure according to an
embodiment of the present disclosure; and

FIG. 7 shows screenshots illustrating the operation of an
electronic device based on touch pressure according to an
embodiment of the present disclosure.

Throughout the drawings, it should be noted that like ref-
erence numbers are used to depict the same or similar ele-
ments, features, and structures.

DETAILED DESCRIPTION

The following description with reference to the accompa-
nying drawings is provided to assist in a comprehensive
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understanding of various embodiments of the present disclo-
sure as defined by the claims and their equivalents. It includes
various specific details to assist in that understanding but
these are to be regarded as merely exemplary. Accordingly,
those of ordinary skill in the art will recognize that various
changes and modifications of the various embodiments
described herein can be made without departing from the
scope and spirit of the present disclosure. In addition, descrip-
tions of well-known functions and constructions may be
omitted for clarity and conciseness.

The terms and words used in the following description and
claims are not limited to the bibliographical meanings, but,
are merely used by the inventor to enable a clear and consis-
tent understanding of the present disclosure. Accordingly, it
should be apparent to those skilled in the art that the following
description of various embodiments of the present disclosure
is provided for illustration purpose only and not for the pur-
pose of limiting the present disclosure as defined by the
appended claims and their equivalents.

It is to be understood that the singular forms “a,” “an,” and
“the” include plural referents unless the context clearly dic-
tates otherwise. Thus, for example, reference to “a compo-
nent surface” includes reference to one or more of such sur-
faces.

Furthermore, well known or widely used techniques, ele-
ments, structures, and processes may not be described or
illustrated in detail to avoid obscuring the essence of the
present disclosure. Although the drawings represent various
embodiments of the disclosure, the drawings are not neces-
sarily to scale and certain features may be exaggerated or
omitted in order to better illustrate and explain the present
disclosure.

FIG. 1 is a perspective view schematically illustrating an
external appearance of an electronic device according to an
embodiment of the present disclosure. FIG. 2 is an exploded
perspective view schematically illustrating a display unit and
acontrol unit shown in FIG. 1 and related elements according
to an embodiment of the present disclosure. FIG. 3 is a block
diagram illustrating a configuration of an electronic device
according to an embodiment of the present disclosure. FIG. 4
is a cross-sectional view schematically illustrating a state of
normal touch pressing on the display unit according to an
embodiment of the present disclosure. FIG. 5 is a cross-
sectional view schematically illustrating a state of abnormal
touch pressing on the display unit according to an embodi-
ment of the present disclosure.

Referring to FIGS. 1 to 3, the electronic device 100
includes a communication unit 110, an input unit 120, an
audio processing unit 130, a display unit 140, a memory unit
150, and a control unit 160. The display unit 140 includes a
display panel 141 and a touch panel 143. Additionally, the
electronic device 100 further includes a touch panel controller
145 for controlling the touch panel 143, a printed circuit
board 161 for mounting the control unit 160 thereon, and a
case 170 for embedding the above elements therein. Even
though a display panel controller for controlling the display
panel 141 may be provided separately, the display panel con-
troller in this embodiment is incorporated in the control unit
160. If the display panel controller is provided separately, the
display panel controller may control the output of various
images to the display panel 141 under the control of the
control unit 160 and, particularly, may support the output of a
compensated image for improving image distortion. Also, the
electronic device 100 may refresh information outputted on
the display unit 140 independently from the output of a com-
pensated image. Any adhesive layer 147 may be interposed
between the display panel 141 and the touch panel 143. Both
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the input unit 120 and the touch panel 143 may act as input
elements of the electronic device 100.

When a touching object 10 such as user’s finger comes in
contact with a certain spot 11 on the display unit 140, the
electronic device 100 having the above-listed elements
detects the type of touch pressure from the contact spot 11
through the touch panel 143. Thereafter, depending on the
detected type of touch pressure, the electronic device 100
performs at least one of outputting compensated images by
curing image distortion and outputting an alerting message.

The communication unit 110 may establish a communica-
tion channel with another device through a suitable network
in order to support a communication function of the elec-
tronic device 100 or form a communication channel with a
specific server that provides a particular web service. If the
electronic device 100 has no communication function, the
communication unit 110 may be removed from the electronic
device 100. Meanwhile, in order to support a mobile commu-
nication function, the communication unit 110 may be pro-
vided in the form of a mobile communication module. For
example, the communication unit 110 may establish at least
one of a voice service channel, a video service channel, and a
data service channel, and support transmission/reception of
signals through a selected service channel. The electronic
device 100 may output various screens associated with user
functions performed through the communication unit 110.
For example, for the operation of a call function based on the
communication unit 110, the electronic device 100 may offer
a dial selection screen, a phonebook search screen, and the
like such that a user can select an item from such a screen.
Also, the control unit 160 of the electronic device 100 may
specially manage abnormal touch pressing that may occur in
connection with each function related to the communication
unit 110.

The input unit 120 is an element that creates various input
signals required for the operation of the electronic device 100.
Depending on compatibility of the electronic device 100, the
input unit 120 may employ at least one of several input ele-
ments, such as a keyboard, a keypad, key buttons, and the like.
In some embodiments, the input unit 120 may be realized in
the form of a virtual touch map displayed on the display panel
141. The input unit 120 may create an input signal for on-off
toggling of a specific mode that supports an image distortion
compensation function of the present disclosure. If the image
distortion compensation function supporting mode is turned
on, the controlunit 160 may provide at least one of an icon, an
indicator, a message, a popup window, and the like for indi-
cating the activation of the mode.

The audio processing unit 130 may output audio data cre-
ated during the operation of the electronic device 100, audio
data associated with the playback of audio files stored in the
memory unit 150, audio data received from external entities,
or the like. Additionally, the audio processing unit 130 may
support an audio data collecting function. For this, the audio
processing unit 130 may have a speaker (SPK) and a micro-
phone (MIC). Particularly, the audio processing unit 130 may
output a predefined alerting sound, a predefined sound effect,
or a predefined vibration when any abnormal touch pressing
occurs. If the mode of supporting the image distortion com-
pensation function is turned off or if such output is set to be
inactivated, the output of an alerting sound, a sound effect, or
a vibration may be omitted.

The display unit 140 is an element that offers various
screens required for the operation of the device 100. For
example, the display unit 140 may offer an idle screen, amenu
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screen, a memo or email writing screen, a webpage screen, or
the like. The display unit 140 may have the display panel 141
and the touch panel 143.

The touch panel 143 may be formed as a capacitive type,
for example, and create a touch event by reacting with the
touching object 10 such as a user’s finger that causes varia-
tions in capacitance. The touch panel 143 may be disposed on
the display panel 141. When the touching object 10
approaches the touch panel 143 within a given distance or
comes in contact with the surface of the touch panel 143, a
variation of capacitance may be caused in response to the
proximity or contact of the touching object 10. Namely, as
exemplarily shown in FIG. 4, a variation of capacitance
occurs in the touch panel 143 when the touching object 10
approaches the touch panel 143. From such a variation of
capacitance, the touch panel controller 145 may detect loca-
tion values of the contact spot 11 by the touching object 10.
The touch panel controller 145 may scan the touch panel 143
in a regular cycle to check whether there is a variation of
capacitance in the touch panel 143. Then the touch panel
controller 145 may collect location information about the
contact spot 11 and transmit the location information to the
control unit 160.

Meanwhile, if the touching object 10 excessively presses
the touch panel 143 as exemplarily shown in FIG. 5, namely
if abnormal touch pressing occurs, the touch panel 143 is
partially bent at a pressed spot. This excessive touch pressure
affects the display panel 141 through the adhesive layer 147,
so that the display panel 141 is also partially bent at a pressed
spot. Therefore, liquid crystal materials are dispersed along a
perimeter of the pressed spot due to excessive touch pressure,
and the thickness of the liquid crystal materials is relatively
reduced at a pressed spot. Additionally, a variation in physical
distribution of liquid crystal materials causes a change of
orientation angle and also distorts transmitted light. As a
result, transmission rate and direction of light may be
changed, so that image distortion may occur. Further, exces-
sive touch pressure may cause physical distortion of elec-
trodes or of a color filter disposed in the display panel 141,
thereby causing a light emitting mechanism starting from a
backlight unit (not shown) to the front of the electronic device
100 from functioning properly.

In short, any physical distortion that occurs at a pressed
spot of the display panel 141 produces optical distortion and
therefore causes image distortion. In this process, capacitive
type sensors disposed in the touch panel 143 are close to the
display panel 141, so that capacitance by a current flowing in
the display panel 141 may be varied. Namely, when physical
distortion occurs due to abnormal touch pressing, abnormal
distribution of capacitance is detected as shownin FIG. 5. The
touch panel controller 145 may transmit, to the control unit
160, location information and any other information about
such abnormal capacitance distribution.

The display panel 141 is disposed beneath the touch panel
143 with the adhesive layer 147 interposed there between.
Normally the display panel 141 may include thin film tran-
sistors (not shown) that are arranged in a matrix form, pixel
electrodes (not shown) that are connected to the thin film
transistors, common electrodes (not shown) that face or
adjoin the pixel electrodes so as to change electrical aniso-
tropic characteristics of liquid crystal, a liquid crystal layer
(not shown) that is disposed on the respective pixel elec-
trodes, and a color filter layer (not shown) that is disposed on
the liquid crystal layer. The display panel 141 passes or blocks
the light emitted from the backlight unit to the color filter
layer by using electrical anisotropic characteristics of liquid
crystal, thus generating specific gradation. As discussed
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above, excessive touch pressure on a certain spot of the dis-
play panel 141 causes a thickness variation of the liquid
crystal layer or physical distortion of such electrodes or of the
color filter layer, thus causing image distortion. Accordingly,
in embodiments of this present disclosure, the display panel
141 may support light emission corresponding to a compen-
sated image assigned in advance to an abnormally pressed
spot under the control of the control unit 160. Alternatively,
the display panel 141 may refresh and output again currently
displayed information under the control of the control unit
160. Through this refresh process, the electronic device 100
of this present disclosure may quickly restore distorted ori-
entation of liquid crystal materials.

The memory unit 150 may store an operating system
required for the operation of the electronic device 100 and
various applications for various user function. Particularly,
the memory unit 150 stores damage raw data 153 and a panel
compensation program 151. The damage raw data 153 may
be values of abnormal capacitance distribution detected due
to abnormal touch pressing as shown in FIG. 5. Namely, the
damage raw data 153 may have reverse-phased capacitance
distribution in comparison with normal capacitance distribu-
tion. The damage raw data 153 may be values in a specific
range or by stages. For example, the damage raw data 153
may have values of abnormal capacitance distribution by
stages. The damage raw data 153 may be used as comparative
criteria for determining whether capacitance distribution of
the touch panel 143 is caused by normal or abnormal touch
pressing.

The panel compensation program 151 may have routines
designed to output a compensated image to a specific location
at which a value of abnormal capacitance distribution corre-
sponding to the damage raw data 153 is created in the touch
panel 143. The panel compensation program 151 may have a
plurality of compensated images and differently offer com-
pensated images according to sizes of abnormal capacitance
distribution values. For example, if any value of abnormal
capacitance distribution corresponds to the first stage value of
the damage raw data 153, the panel compensation program
151 may be designed to produce the first compensated image
to a corresponding location. In another example, if any value
of abnormal capacitance distribution corresponds to the sec-
ond stage value of the damage raw data 153 greater than the
first stage value, the panel compensation program 151 may be
designed to produce the second compensated image at a cor-
responding location. In this case, the second compensated
image may be greater in a distortion compensating ratio or in
a distortion compensating range than the first compensated
image.

Additionally, the panel compensation program 151 may
have a routine designed to accumulate the occurrence fre-
quency of abnormal touch pressing with regard to each par-
ticular user function and to offer a related alert in a specific
cycle. Therefore, a user can be aware how often abnormal
touch pressing occurs during the use of each user function.
This may result in user’s careful manipulation.

The control unit 160 is an element that performs various
control processes required for the operation of the electronic
device 100. Particularly, when abnormal capacitance distri-
bution corresponding to abnormal touch pressing occurs in
the touch panel 143, the control unit 160 may detect such
occurrence by using the damage raw data 153 and then con-
trol the output of a relevant compensated image to the occur-
rence spot of the display panel 141. In this process, the control
unit 160 may differently offer such a compensated image
according to a size of the abnormal touch pressing.
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Meanwhile, when a value of abnormal capacitance distri-
bution caused by abnormal touch pressing is received from
the touch panel controller 145, the control unit 160 may
output an alerting message to the display panel 141 or output
an alerting sound to the audio processing unit 130. Also, the
control unit 160 may support accumulating the occurrence of
abnormal touch pressing with regard to each particular user
function and outputting list information about such occur-
rence to the display panel 141 in a specific cycle. In this case,
with regard to a particular user function for which abnormal
touch pressing occurs more frequently than a few given times,
the control unit 160 may support the output of alerting infor-
mation regarding accumulated abnormal touch pressing at a
specific time point corresponding to the given times.

FIG. 6 is a flow diagram illustrating a method for operating
an electronic device based on touch pressure according to an
embodiment of the present disclosure.

Referring to FIG. 6, at operation 601, the control unit 160
supplies electric power to each element of the electronic
device 100. When any input event occurs, the control unit 160
checks at operation 603 whether the input event corresponds
to a touch event. If the input event does not correspond to a
touch event, the control unit 160 may perform at operation
605 a particular function associated with the input event. For
example, if the input event is an incoming call, the control unit
160 may perform a function to inform a user of the incoming
call. In another example, if the input event is the adjustment of
a volume key, the control unit 160 may perform a function to
adjust the volume of audio data.

Meanwhile, if the input event corresponds to a touch event
at operation 603, the control unit 160 determines at operation
607 whether a value of capacitance distribution caused by the
touch event is equal to or greater than the damage raw data
153. If such a value is smaller than the damage raw data 153,
the control unit 160 performs at operation 609 a particular
function associated with the touch event. For example, the
control unit 160 may activate a selected user function in
response to the touch event or operate an activated user func-
tion in response to the touch event.

If a value of capacitance distribution caused by the touch
event is equal to or greater than the damage raw data 153 at
operation 607, the control unit 160 performs at operation 611
apanel compensation process and any related function. Alter-
natively or additionally, at operation 611, the control unit 160
may support outputting at least one of an alerting message, an
alerting sound, and an alerting vibration for abnormal touch
pressing without performing a panel compensation process.
For a panel compensation process, the control unit 160 may
support outputting a predefined compensated image to a spe-
cific spot of the display panel 141 at which abnormal touch
pressing occurs. Additionally, in spite of abnormal touch
pressing, the control unit 160 may perform a particular user
function associated with the touch event. Namely, the control
unit 160 may activate a selected user function in response to
the touch event or operate an activated user function in
response to the touch event.

Thereafter, the control unit 160 checks at operation 613
whether an input event for terminating a function of the elec-
tronic device 100 is received. If there is no input event for
termination, the control unit 160 returns to operation 603.

FIG. 7 shows screenshots illustrating the operation of an
electronic device based on touch pressure according to an
embodiment of the present disclosure.

Referring to FIG. 7, once electric power is supplied, the
electronic device 100 may output a predefined screen con-
taining specific menu items to the display unit 140 according
to a predefined schedule or user’s manipulation as shown in
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screenshot 701. When a user selects one of menu items dis-
played on the display unit 140, the contact spot 11 is deter-
mined on the display unit 140. If this touch event occurring at
the contact spot 11 has a value of specific characteristics
exceeding a predefined value, e.g., the predefined damage
raw data, the control unit 160 may control a displaying of a
predefined screen as shown in screenshots 703 and 705. The
aforesaid characteristics of the touch event may be, for
example, capacitance distribution and varied according to the
characteristics of the touch panel 143. Similarly, the data raw
data may be, for example, a given value of abnormal capaci-
tance distribution.

In case where abnormal capacitance distribution occurs,
the control unit 160 may support outputting a predefined
alerting message 40 to the display unit 140 as shown in
screenshot 703. Additionally or alternatively, the control unit
160 may support outputting audio data or vibration corre-
sponding to the alerting message 40.

Alternatively, when abnormal capacitance distribution
occurs, the control unit 160 may identify the location of a
touched spot and then control the display panel 141 to display
a predefined compensated image 12 at the touched spot as
shown in screenshot 705. The compensated image 12 may be
a predefined image in which image distortion is cured by
compensating for a thickness variation of the liquid crystal
layer or physical distortion of the color filter layer. The com-
pensated image 12 may be experimentally detected and
defined according to various occurrences of abnormal touch
pressing and characteristics ofthe display panel 141. Namely,
anunfavorable phenomenon such as the spread of color or the
discoloration may be varied in shape or size according to
abnormal touch pressing since the thickness of the liquid
crystal layer or the structural parameters of the display panel
141 may be varied according to the characteristics of the
display panel 141. Therefore, the compensated image 12 may
be designed for image distortion compensation on the basis of
experimentally obtained results for specific type and size of
the display panel 141. Also, as mentioned above, the com-
pensated image 12 may be differently designed by stages
depending on sizes of abnormal touch pressing.

Meanwhile, in some embodiments of this present disclo-
sure, the control unit 160 may not only apply the alerting
message 40, etc. as shown in screenshot 703, but also apply
the compensated image 12 as shown in screenshot 705.

Although the above-discussed embodiment focuses on the
detection of abnormal touch pressing through abnormal
capacitance distribution in the capacitive type touch panel
143, this is exemplary only and not to be considered as a
limitation of the present disclosure. Alternatively, the elec-
tronic device 100 of this present disclosure may be designed
to have pressure sensors (not shown) disposed in the display
unit 140 to detect abnormal touch pressing from the display
unit 140. To detect the abnormal touch pressing, the pressure
sensors may be arranged in a matrix form. When any touch
occurs at a certain spot on the display unit 140, some of the
pressure sensors can detect touch pressure transmitted
through media such as glass constituting the display unit 140.
If the detected pressure is more than predefined damage raw
data, the electronic device 100 determines that a currently
occurring touch is caused by abnormal touch pressing, and
then performs at least one of outputting an alerting message,
etc. and outputting a compensated image. In this case, the
damage raw data may be defined using particular pressure and
force units such as a specific Pascal as a unit of pressure or a
specific Newton as a unit of force.

As fully discussed above, the present disclosure allows
detecting any excessive touch pressure on the display unit
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140, warning of such excessive touch pressure, and compen-
sating for the distortion of images caused by the excessive
touch pressure.

According to a digital convergence tendency today, the
above-discussed electronic device 100 may essentially or
selectively further include any other elements such as a short-
range communication module, a wired or wireless commu-
nication interface, an Internet communication module, a digi-
tal broadcast receiving module, and the like. Meanwhile, as
will be understood by those skilled in the art, some of the
above-mentioned elements in the electronic device 100 may
be omitted or replaced with another.

The electronic device 100 according to various embodi-
ments of this present disclosure may be applied to various
types of mobile communication terminals such as a cellular
phone, a smart phone, a tablet PC, a handheld PC, a Portable
Multimedia Player (PMP), a Personal Digital Assistant
(PDA), a notebook, a portable game console, and the like.

While the present disclosure has been shown and described
with reference to various embodiments thereof, it will be
understood by those skilled in the art that various changes in
form and details may be made therein without departing from
the spirit and scope of the present disclosure as defined by the
appended claims and their equivalents.

What is claimed is:

1. A method for operating an electronic device based on
touch pressure, the method comprising:

determining the touch pressure caused by a touch occur-

ring on a display unit;

comparing the touch pressure with predefined damage

data;
determining whether the touch pressure is an abnormal
touch pressure based on a result of the comparing of the
touch pressure with the predefined damage data;

performing a predefined specific process when the touch
pressure is determined to be the abnormal touch pres-
sure,

wherein the performing of the predefined process includes:

outputting a compensated image to a specific location of
the display unit at which the abnormal touch pressure
is exerted, and

wherein the compensated image reduces distortion of the

specific location, and

when the touch pressure is determined to be a normal

pressure, not outputting the compensated image.
2. The method of claim 1, wherein the outputting of the
compensated image includes outputting the compensated
image differently by stages according to a size of the abnor-
mal touch pressure.
3. The method of claim 1,
wherein the determining of the touch pressure includes
collecting pressure values from pressure sensors
arranged in a matrix form in the display unit, and

wherein the damage data includes a predefined pressure
value.

4. The method of claim 1, further comprising:

performing a function associated with the touch.

5. The method of claim 1, wherein the performing of the
predefined process includes at least one of:

outputting at least one of an alerting message, an alerting

sound, and an alerting vibration which indicate that the
touch pressure is determined to be the abnormal touch
pressure.

6. The method of claim 1, wherein the comparing of the
touch pressure with the predefined damage data includes

10

comparing a capacitance distribution of a touch panel consti-
tuting the display unit with predefined values of the pre-
defined damage data.

7. The method of claim 6, wherein the comparing of the

5 touch pressure with the predefined damage data includes
checking whether the capacitance distribution of the touch
panel is one of an abnormal capacitance distribution accord-
ing to the predefined damage data and a reverse-phased
capacitance distribution in comparison with a normal capaci-

10 tance distribution.

8. The method of claim 6,

wherein the predefined damage data includes abnormal

capacitance distribution values by stages, and

wherein the comparing of the touch pressure with the pre-

15 defined damage data includes checking whether the
capacitance distribution of the touch panel is in a specific
stage of an abnormal capacitance distribution according
to the damage data.

9. An electronic device for performing an operation based

20 on touch pressure, the electronic device comprising:

a display unit configured to obtain the touch pressure

caused by a touch;

a memory unit configured to store predefined damage data

used for determining whether the touch pressure is an

25 abnormal touch pressure; and

a control unit configured to:

compare the touch pressure with the predefined damage
data,
determine whether the touch pressure is the abnormal

30 touch pressure based on a result of the comparing of

the touch pressure with the predefined damage data,

perform a predefined specific process when the touch
pressure is determined to be the abnormal touch pres-
sure, and

35 output a compensated image to a specific location of the

display unit at which the abnormal touch pressure is
exerted,

wherein outputting the compensated image reduces dis-
tortion of the specific location, and

40 when the touch pressure is determined to be a normal

pressure, not output the compensated image.

10. The electronic device of claim 9, wherein the control
unit is further configured to output at least one of an alerting
message, an alerting sound, and an alerting vibration which

45 indicate that the touch pressure is determined to be the abnor-
mal touch pressure.

11. The electronic device of claim 9, wherein the display
unit is further configured to output the compensated image
differently by stages according to a size of the abnormal touch

50 pressure.
12. The electronic device of claim 9,
wherein the electronic device further comprises a plurality
of pressure sensors arranged in a matrix form in the
display unit, and

55 wherein the control unit is further configured to compare
pressure values collected from the pressure sensors with
a predefined pressure value.

13. The electronic device of claim 9, wherein the memory
unit is further configured to store routines designed to output

60 acompensated image to a specific location of the display unit
at which a value of an abnormal capacitance distribution
corresponding to the predefined damage data is exerted in the
display unit.

14. The electronic device of claim 9, wherein the pre-

65 defined damage data includes a value of an abnormal capaci-
tance distribution of a touch panel constituting the display
unit.
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15. The electronic device of claim 14, wherein the control
unit is further configured to check whether a capacitance
distribution of the touch panel is one of the abnormal capaci-
tance distribution according to the predefined damage data
and a reverse-phased capacitance distribution in comparison
with a normal capacitance distribution.

16. The electronic device of claim 14,

wherein the predefined damage data includes abnormal

capacitance distribution values by stages, and

wherein the control unit is further configured to check

whether a capacitance distribution of the touch panel is
in a specific stage of the abnormal capacitance distribu-
tion according to the predefined damage data.
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